
 

 

 
 

6500 SUNSET 
 
 
FUNCTIONAL SPECIFICATIONS 

A highly comfortable individual seat of generous dimensions, designed recently for use 
in upscale VIP lounges, cinemas or home theatre rooms. 

The seat is characterized by an elegant contemporary design, high comfort, 
functionality and versatility. It is equipped with an automatic electric mechanism that 
regulates the backrest and footrest to suit the occupant. Both movements are 
controlled by electronic push-buttons located on the left side of the chair, with 
instructions that are extremely simple to follow and access.   

Both the seat and the backrest are made up of a main piece of cold-moulded 
polyurethane foam completely covering the metal structure, consisting of a curved tube 
frame, and a strip of flat springs, providing the seat with extraordinary comfort, even 
during long periods. The block is upholstered with an easily changeable zipped cover. 

Once the seat is vacated, the backrest and footrest automatically return to their initial 
position, which means that the room always has an orderly appearance. Where the 
seats are arranged in rows, there is always free space for access. 

The backrest can be reclined from its initial position to suit the occupant. This is 
accomplished by means of an electric mechanism that operates smoothly and silently 
while maintaining optimal visibility. The same mechanism is used in a skirt at the front 
which acts as a footrest and can be raised to suit the occupant.   
 
Optionally you can add different accessories to meet different needs in the same room, 
such as a generously sized lectern that is fully integrated into the armrest of the seat 
when folded; coasters attached to one of the sides or tables between seats made of 
highly resistant injected aluminium which are rotatable to ease the entrance and exit of 
users.  
 
The seat is finished in real leather, with micro-perforated areas to enhance breathability 
and comfort. The upholstery is entirely handmade. 

The feet are height-adjustable to compensate for any unevenness in the floor and keep 
the chair in a perfectly stable position at all times without the need to be fixed to the 
floor.  
 
Requires connection to 220-230V AC mains power supply. 
 
 
 
 
 
 
 
 
 



 

 

 
 
TECHNICAL SPECIFICATIONS 
 

• Power supply: Alternating current: 100/240V 50/60Hz   1.5 Amp. 
• Two 29VDC 2 Amp actuators 
• Capacitive screen touch controller 
• Capacitive presence detector 
• Central structure: welded steel tube and plate 
• Seat and backrest foam: moulded polyurethane 30/40 kg/m3 
• Paint metallic parts: polyester powder, min. coat 60 microns. 
• Rotating table: Injected aluminium L-2560-60. 

 
Structure: 
 

• Steel tube and plate. Arc welding with continuous wire feed. 
 
Polyurethane Foam: 
 

• Seat density: 60-65 Kg/ m3 
• Backrest density: 50-55 Kg/ m3 

 
Paint: 
 

• Electrostatic polyester powder 
• Coat thickness: 70-80 microns 
• Grid adherence: 100% 

 
Upholstery: 
 

• Fire standards: 
 

o Spain: UNE-EN 1021 Parts 1 and 2 
o France: NF D 60-013 
o Italy: UNI 9175 Class 1.IM 
o Germany: DIN 66084 

 
Leather: 
 

• Friction resistance: DIN 53339:5 
• TABER abrasion test: 2000 cycles DIN 53109 

 
 
 
Finished Product: 
 

• UNE-EN 12727 level 4 (heavy use) 
• BS 5852. Clause 12. Ignition Sources 0, 1 and 5 
• USA: CAL T.B. 133 (with approved fabric) 

 


